
Heat exchangers specifically designed to maximize efficient performance 
in Hydronic based systems where high quality, efficiency and reliability 
are paramount to the process.  Hydronic Brazed Plates are ideally suited 
for high- and low-pressure Steam applications and all Hydronic Fluid to 
Fluid heating and cooling applications. . 

Email: Sales@HeatTransferGroup.com 
Phone: 631-651-2660 
www.heattransfergroup.com

HYDRONICS
BRAZED PLATE HEAT EXCHANGERS
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HTG Model Height (H) Width (W) Vertical (V) Horiz (Z) Depth (L) Max Plates Surface Area Max Flow Max Conn

HTG012 7.56 2.87 6.06 1.57 0.354+.0906n 60 0.129 18 GPM 3/4”

HTG013A 7.83 3.35 6.06 1.57 0.512+.0921n 60 0.140 18 GPM 3/4”

HTG014 8.07 2.95 6.77 1.65 0.354+.0906n 60 0.151 18 GPM 3/4”

HTG018 9.06 3.5 7.17 1.69 0.354+.0906n 60 0.194 26 GPM 1”

HTG020A  6.61 4.8 4.72 2.87 0.417+.0906n 60 0.215 53 GPM 1-1/4”

HTG022 12.52 2.95 10.94 1.65 0.354+.0906n 60 0.237 18 GPM 3/4”

HTG028 12.24 4.37 9.84 1.97 0.354+.0906n 150 0.301 80 GPM 1”

HTG030B 11.81 4.72 9.84 2.76 0.354+.0906n 150 0.323 53 GPM 1-1/4”

HTG035A 12.13 4.92 9.84 2.76 0.276+.0945n 120 0.377 80 GPM 1-1/4”

HTG052 20.75 4.37 18.35 1.97 0.354+.0945n 150 0.560 80 GPM 1-1/4”

HTG060B 20.75 4.72 18.86 2.83 0.354+.0906n 120 0.646 53 GPM 1”

HTG095 24.29 7.48 20.28 3.62 0.433+.0945n 250 1.023 155 GPM 2”

HTG115A 21.06 9.96 16.93 6.85 0.591+.0945n 280 1.238 200 GPM 2-1/2”

HTG120G 20.87 9.84 17.72 6.44 0.512+.0906n 250 1.292 177 GPM 2-1/2”

HTG136 19.29 9.84 14.88 5.43 0.512+.1122n 250 1.464 309 GPM 3”

HTG210 29.09 12.68 23.74 7.40 0.512+.1122n 250 2.260 463 GPM 4”

HTG310 38.78 14.69 32.09 7.87 0.787+.1122n 300 3.337 661 GPM 5”

Typical Applications:  
Boilers – Commercial and Industrial, Hot Water Sets, Steam to Liquid 
Heating Systems, Commercial Snow Melt / Ice Prevention, Clean-in-
Place (CIP) Systems, Autoclaves and Sterilizing Equipment, Commercial 
and Domestic Hot Water, Radiant Floor Heating Systems, Commercial 
On-Demand Hot Water Systems, Industrial Parts Washer and Degreas-
ing Machiner, Food and Beverage Production, and many other Hydronic 
applications across various Industries.

“n” = number of plates, Medium and Low Theta plates available in certain sizes*
* Additional sizes availble.
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MATERIALS OF CONSTRUCTION
Plate Material:  316L Stainless
Brazing Material:     Copper
Connection Material:  304 Stainless Steel

(NPT, FPT, BSP, SAE, Flanged or Grooved-
Stainless-Steel)

UL Working Pressure Rating: 450 psi
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